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Features & Benefits 
 
-Rated current: 50A/150/250A 
-Norminal voltage:500V 
-Water proof 
-Metal housing  
-Beyonet locking 
-Shieding 
-Solder termination 
-Multi pole 
   

   

 
 
 
 

 
 
 
 
 
 
 

 



 

  

006 Serie 
1.0  Technical data 

 

 

  
 
 
 



 

  

1.1 Keying 

 

 
1.2   Size & Contacts (★is not standard product) 
 

 



 

  

 

 
 



 

  

 
 

1.3 .1 Plug 

 
1.3.2 Cable clamp  

 



 

  

 1.4.1 Receptacle  

 
1.5 Other dimension 

 

 



 

  

Special design 
JAB-006-001-YD Series 
Technical Data 
Norminal current : 400A-800A                                    
Poles:                  4 
Cable:                  up to 240 mm2 

 

 
 
 
JAB-006-001-Y68 Series 
Technical Data 
Norminal current :  500A 
Poles:                   2 
Withstand Voltage: 1500V 
Norminal Voltage:   500V 
  

    
 
 
JAB-006-001-GD Series                                                   JAB-006-001-XCD Series 
Technical Data                                                               Technical Data 
Norminal current :  100A                                                 Current rating: 400A 
Poles:                   25                                                     Poles:              4 
 

                            
 

 



 

  

Contact JAB 
 
上海嘉铠电子科技有限公司 
Shanghai JAB Electric Technology CO.,LTD 
 
电话/Tel:        +86-021-60753001 
传真 Fax:        +86-021-60753002 
手机/Mobil:     +86-13918762311 
电邮/Email:     zjp@jabsh.com 
网站/Web:      www.jabsh.com 
即时通讯/Skype:    joe.chow116 
即时通讯 QQ:        438389296 
地址/Address:  中国，上海浦东，金桥开发区，浙桥路 277 号 
No.277, Zheqiao Road, Pudong district, Shanghai, China 
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